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Top Crystal Positive

Bottom Crystal Negative

 

Center Brass

Black Protective Coating

 Red or White  
Positive Strip

Top Crystal Positive

Bottom Crystal Negative

Center Brass

Strip Actuator Typical Lead Connection 
           



 

Top Crystal Positive (+150VDC)

Bottom Crystal Negative (0VDC)

 

Center Brass (Switch +150VDC / 0VDC)

Black Protective Coating

 Red or White  
Positive Strip

Top Crystal Positive (+150VDC)

Bottom Crystal Negative (0VDC)

Center Brass (Switch +150VDC / 0VDC)

Strip Actuator Typical Lead Connection 
           (DC Bias +150V)



 

Top Crystal Positive Connected 
  to Bottom Crystal Negative 
       (+50V to -50V)  

   Center Brass  
(Ground or Neutral)

Black Protective Coating

 Red or White  
Positive Strip

  Strip Actuator Typical Lead Connection   
(Parallel Drive +50 to -50 Sine or Square)

Top Crystal Positive Connected 
  to Bottom Crystal Negative 
       (+50V to -50V)

   Center Brass  
(Ground or Neutral)


	Stripe Cover
	Strip Three Lead Position
	Strip Three Lead Position DC 150
	Strip Three Lead +50 to -50 



