
			 	

Piezo	Buzzers	

FEATURES	
•		Low	Cost/High	Sound	Outputs	
•		Variety	of	Sizes/Frequencies												
•		Competitive	Pricing	
•		Fast	Delivery	
	

APPLICATIONS	
•		Alarms/Warning	devices	
•		Automobile	Alarms	
•		Pest	Deterrents	
•		Computer	Devices	
•		Telephones	
•		Toys/Games	

TECHNICAL	SPECIFICATIONS	
Rated	Voltage	 12Vp-p	Sq	Eave	
Operating	Voltage	 3	to	30	Vp-p	SqWave	
Max	Rated	Current		 2mA		
Resonant	Frequency	 4.0±0.5KHz	
Minimum	Sound	Pressure	Level	 85dB	/10cm	
Tone	Nature	 NA	
Capacitance	at	120Hz	 14nf	±30%	
Operating	Temperature	 -20~+85	C	
Store	Temperature	 -30~+90	C	
Weight		 1.0grams	
Outer	Diameter	(A)	 16.1	±0.3	mm	
Housing	Length	(B)	 12.0	±0.4	mm	
Pin	Length	(C)	 9.5	±1.0	mm	
Pin	Spacing	(D)	 10.0	±0.5	mm	
Pin	Diameter	(E)	 1.0	±0.1	mm	
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